
LLOYD
Consulting Service

Generation • Evaluation e Supervision e Education
in

Petroleum

7276 5. Elm Ct.
Ronald L Lloyd Littleton, Colorado 80122 (303) 770

April 26, 1995

Stateof Utah
Division of Oil, Gas, and Mining
3 Triad Center, Suite 350 AP
Salt Lake City; UT 84180-1203

Re: Applicationfor Permit to Drill
Andover Partners
Federal #1-17 well
SWl4 SWl4 Sec. 17 T21S R8E
EmeryCounty, Utah
Federal Lease No. UTU-73001

To whom it may concern:

Please findenclosedtwo (2) copiesof an APD for the Andover PartnersFederal#1-17
well. Your consideration,approval,and issuance of an API number will be
appreciated.

If there are any questions or concerns,please give me a call at the number listed above.

Thank you.

Sincerely,

Ronald L. Lloyd



FORM 3160-3 SUBMIT IN TRIPLICAIB* Fonn d.(December 1990)
.311 136

UNITED STATES
DEPARTMENTOF THE INTERIOR DESIGNATIONANDSERIALNO.

BUREAU OF LAND MANAGEMENT 73001
6. lAN, ALTATIEB OR TR1BENAME

APPLICATION FOR PERMIT TO DRILL, DEEPEN OF PLUG BACK N/A
RTHEOFWORK DRILL EEPEN DIVOFOll.,GAS &MIN 7 AGREEMENTNAME
lb. TYPE OF WELL

OIL GAS SINGLE MULTIPLE 8.FARMOR IE ASENAMEWELL NO
WELL WELL OTHER ZONE XX zoNE | | Federal
1 NAME OF OPERATOR 9. API WELL NO.

Andover Partners
3. ADDRESS OF OPERATOR 10.FELD AND POOL OR WILDCAT

1001 Fannin, Suite 2000, Houston,TX 77002-6709 Phone: 713/650-3330 Wildcat
4. LOCATION OF WELL (Report locationclearlyand in accordance with any State requirennents.*) 11. SEC., T., A., M., OR BLK.

ceedProS60'FSLa's6a6b2'FWL,Sec. 17
E

14 DISTANCE IN MILES AND DIRECITONFROMNEAREST TOWN OR POST OFFICE* 12. County 11 STATE
Six miles southeast of Ferron, Utah Emery Utah

15 DISTANCE FROM PROPOSED* LOCATION TO NEAREST PROPERTY 16. NO. OF ACRES IN LEASE 17.NO. OF ACRES ASSIGNB )TO THIS WELL
OR LEASEL1NE, FT.(Also

5840 feet 2519.16 40 acres
18 DISTANCE FROMPROPOSED LOCATION* 30 NEAREST WELI. 19. PROPOSED DEfix 20. ROTARY OR CABIE TOOLS

DRILL1NG,COMPIEIED, OR APPIJED FOR ON TEIS IEASE, FT.

None 5200' Rotary
2L ELEVATIONS (Show whether DF,1T, GR, etc.) 22. APPROX. DATE WORR WILL START*

6104' GR July 1, 1995
23. PROPOSED CASING AND CEMENTING PROGRAM
SIZE OFHOLE SIZE OF CASING WEloHr/Foor SETTINGDEPTH QUAINTITY OF CEMENT

12-1/4" 8-5/8" 24#, K-55 +/- 300' +/-230 sx Premium (to sfc)
7-7/8" 5-1/2" 17#, J-55 +/- 5200' Lead:+/-120 sx Hifill cement

Tail: +/-140 sx thixotropic cement

Exhibits attached
Survey Plat
10 point Drilling plan
Surface Use Plan
Exhibits A, B, C, D

BOP Schematic

BLM Bond No. UT1012
Surety Bond No. BOS170

IN ABOVE SPACEDESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back,Bivedata on present productivezone and proposednew productivezone.
If proposalis to drill or<fé n diredlionally, data on subsulface locationsand measured and true vertical depths. Give blowout preventer if any.

samo , Imz Permit Agent DATE

(TliisspateforFedera orStatenflicelise)

PERldII'NO. APPROVAL DATE
Application approval does not wanant or cerlify that the applicant holds legal or equitable tide to those lights in the subject lease which would endde theapplicant toconduct operadons thereos.
C MONS OF APPROVAL, IF ANY

DATE

*See Instructions On Reverse Side
Title 18 U.S.C. Sectim 1001, makes it a crime for any perso knowingly and willfully to make to any departmentor agency of theUnited States any
false, fictitious or fraudulent statements or representatios as to any matter within its



ANDOVERPARTNERS, INC.

T21S, RBE, S.L.B.&M. Well location, #1-17 FEDERAL,located as
shown in the SW 1/4, SW 1/4 of Section
17, T21S, R8E, S.L.B.&M., Emery County, Utah.

NS9°57'W
- 79.86 (G.L.O.) BASIS OF ELEVATION

SPOT ELEVATIONAT THE SW CORNEROF SEC110N1¾
T21S, RSE, S.L.B.&M. TAKENFROMTHE SHORTCANYON
NW QUADRANGLE,UTAH,EMERYCOUNTY,7.5 MINUTE
SERIES (TOPOGRAPHICALMAP) PUBLISHEDBY THE
UNITED STATES DEPARTMENT OF THE INTERIOR,
GEOLOGICALSURVEY. SAID ELEVAT10NIS MARKED
AS BEING 6077 FEET.

o
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O -- -- ----e----Io
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CERTIFICATE
THIS IS TO CERTIFYWIATTHEABOVE FROM
FIELD NOTES OF ACTUALSURVEYS ILY) & þ Y

---
-- SUPERVISIONANDTHATTHESAM Grt?!ND THE

BESTOF MYKNOWLEDGEAND9

/1-17 FEDERAL
662' £/ev. Ungraded Ground - 6104' ON 81

B a 22,4 a""
UmuH ËNGINEERING ic VETING

d i 85 SOUTH 200 RAST - VERNA14 UTAN 84078
.4

NB958'24"W - 2639.50' (Meas.) WEST - 39.95 (G.L.O.) (801) 789-1017

LEGEND: SCALE DATESURVEYED: DATEDRAWN:
1" = 1000' 4-2-95 4-5-95

=
90° SYMBOL PARTY REFERENCES

4.T.K. N.H. C.B.T• G.L.O. PLAT
= PROPOSEDWELLHEAD.

EATHER FILE
= SECTIONCORNERSLOCATED. WARM ANDOVERPARTNERS,



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 04/28/9$ API NO. ASSIGNED: 43-015-30251

WELL NAME: FEDERAL 1-17
OPERATOR: ANDOVER PARTNERS ( ) M

PROPOSED LOCATION: INSPECT LOCATION BY: / /
SWSW 17 - T21S - ROSE
SURFACE: 0560-FSL-0662-FWL TECH REVIEW Initials Date
BOTTOM: 0560-FSL-0662-FWL
EMERY COUNTY Engineering
WILDCAT FIELD (001)

Geology
LEASE TYPE: FED
LEASE NUMBER: UTU-73001 Surface

PROPOSED PRODUCING FORMATION: KBAB

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

lat R649-2-3. Unit:
Bond: Federal(y State[] Fee[]

(Number (y lof? ) R649-3-2. General.
Potash (Y/N)
Oil shale (Y/N) R649-3-3. Exception.
Water permit

(Number ) Drilling Unit.
RDCC Review (Y/N) Board Cause no:

(Date: ) Date:

COMMENTS:



UNITEDSTATES
DEPARTMENTOF THE INTERI AUG0 2 1995 . DESIGNATIONANDSHILIALNO.

BUREAUOF LAND MANAGEMENT UTU 3001
6.IF lAbl,ALLOTIEBORTRIBENAME

APPLICATION FOR PERMITTO DRILL,DEEP R MjqüG¾alN*
immsorwonx DRILL

EEPEN[¯¯]
..umAGREEMHerrNAME

1b.TYPEOFWELL 98 I PR REC'O AM 2 Ë¾ N/A
OIL GAS SINGLE MULTIPIÆ 8. FARM OR LEASE NAMB WELL NO

WEIL WEIL OTHER ZONE XX ZONE | | Federal j - i
2. NAME OF OPERATOR 9. APIWELL NO.

Andover Partners
3. ADDRESS OF OPERATOR 10.FELD AND POOL OR WR.DCAT

1001 Fannin, Suite 2000, Houston,TX 77002-6709 Phone: 713/650-3330 Wildcat
4. LOCATIONOF WELL (Report locationclearlyand in accordancewith any State requirements.*) 1L SBC.,T., R., M., OR BLK.
At surao. 560' FSL, 662'FWL, Sec. 17, T21S RSE AND SURVEY OR AREA
At proposed Prod. Zone as above Sec. 17, T21S, RSE

S.L.B.&M.
14.DISTANCE Di MIIES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE*

. 12. County 13. STATE
Six miles southeast of Ferron, Utah Emery Utah

15.DISTANCE FROM PROPOSED* LOCATION TO NBARESTPROPERTY 16.NO. OF ACRES DI LEASE 17.NO. OF ACRES ASSIGNB )TO THIS WNL
ORLEASEL1NE,FF(Also

5840 feet 2519.16 40 acres
18.DISTANCE FROM PROPOSED LOCATION* TO NEAREST WELI, 19.PROPOSED DEPIH 20. ROTARY OR CABIE TOOLS

DRILTANG,COMPIEIED, OR APPL18D FOR ONTHIS IEASE, FF

None 5200' Rotary
2L ELEVAT10NS (Show whether DF, RT, GR, etc.) 22. APPROX. DATE WORK WILL START

6104' GR July 1, 1995
23. PROPOSED CASING AND CEMENTING PROGRAM

IN ABOVE SPACEDESCRIBE PROPOSED PROGRAM: If proposal is to deepen or plug back,give data on present productivezone andpmposed nowproductive
If proposalis to drill or diredlionally,give data on subsurface locationsand measured and true vertical depdss. Give blonnut preventer if any
MSIGUD

-- Trria Permit Agent DATE

(11Iis spabefor FederAor State oflice use)

PERMIT NO. APPROVAL DATE
Appicadon approval does not wanant or cerlify diat the applicantholds legal or equilable die to those rights in the subject lease which would endde the appicant io conduct opetalions thetoon.
COND1TIONSOF APPROVAL, IF ANY:

18/ WILLIAMC.STRINGER
. . UL 2 o 1995

APPROVEDBY Associate District Manager om

*See Instructions On Reverse Side UBJECTTO
.
4-A

Title 18 U.S.C. Sedian 1001, makes it a crime for any perso knowingly and willfully to make to any departmmt or agmoy of the
false,fiditious or fraudulot statemmts or represotations as to any matter within its



ANDOVERPARTNERS, INC.

T21S, RBE, S.L.B.&M. Well location, #1-17 FEDERAL,located as
shown in the SW 1/4, SW 1/4 of Section
17, T21S, R8E, S.L.B.&M., Emery County, Utah.

N89°57'W
-- 79.86 (G.L.O.) BASIS OF ELEVATION

SPOT ELEVATIONAT THE SW CORNER OF SECTION 17,
T21S, RSE, S.L.B.&M. TAKENFROMTHE SHORTCANYON
NW QUADRANGLE,UTAH,EMERYCOUNTY,7.5 MINUTE
SERIES (TOPOGRAPHICALMAP) PUBLISHEDBY THE
UNITED STATES DEPARTMENT OF THEINTERIOR,
GEOLOGICALSURVEY. SAID ELEVATIONIS MARKED
AS BEING 6077 FEET. 6
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Andover Partners
Federal 1-17
Lease U-73001
SW/SW Section 17, T21S, R8E
Emery County, Utah

CONDITIONS OF APPROVAL

Approval of this application does not warrant or certify that the
applicant holds legal or equitable title to those rights in the
subject lease which would entitle the applicant to conduct
operations thereon.

Be advised that Andover Partners is considered to be the operator
of the above well and is responsible under the terms and
conditions of the lease for the operations conducted on the
leased lands.

Bond coverage for this well is provided by UT 1012 (Principal -

Andover Partners) via surety consent as provided for in 43 CFR §
3104.2.

This office will hold the aforementioned operator and bond liable
until the provisions of 43 CFR § 3106.7-2 continuing
responsibility are met.

This permit will be valid for a period of one year from the date
of approval. After permit termination, a new application must be
filed for approval.

All lease operations will be conducted in full compliance with
applicable regulations (43 CFR § 3100), Onshore Oil and Gas
Orders, lease terms, notices to lessees, and the approved plan of
operations. The operator is fully responsible for the actions of
his subcontractors. A copy of these conditions and the approved
plan will be made available to field representatives to insure
compliance.

A. DRILLING PROGRAN

1. Although a 3M BOP system is proposed, BLM only requires
a 2M system for this well. Therefore, testing of the system
to 2M standards is acceptable.

2. Due to the potential for fresh water in the Entrada,
the production casing shall be cemented to 1000 feet below
surface or 200 feet above the top of the Entrada, which ever
is higher. The top of cement shall be confirmed by CBL,
CET, temperature survey or another appropriate method.
Since this well is being drilled with mud we are concerned
that'low volume or low pressure fresh water flows from the
Entrada may go undetected, and thus go unprotected without
this condition of



CONDITIONS OF APPROVAL

Application for Permit to Drill
Andover Partners
Andover #1-17, #1-19
T.21.S.,R.8.E. 17 SESW, 19 NENE
Emery Co. Utah

1. No earthwork will be done when the soil is wet or frozen.

2. The drill pads will be designed to prevent overland flow from
entering or exiting the site during rainstorms. The pad site
will be sloped to drain spills and rainwater into the reserve
pit.

3. Topsoil from the spur roads will be windrowed along the
uphill side of the roads. When the wells are plugged and the
road is put to bed, this soil shall then be used as a topcoating
for the seed bed.

4. Because of the probable presence of the threatened San Rafael
Footcactus, no offroad activities will be tolerated.

5. Prior to reclamation, BLM will be contacted so that
arrangements can be made with the permittee to restrict cattle
access to this portion of the allotment.

6. The seed mixture shall be made up of the following species
and amounts:

Common name Latin Amount
(lbsfac)
Galleta Hilaria jamesii 2
Indian Ricegrass Oryzopsis hymenoides 2
Forage kochia Kochia prostrata 2
Fourwing saltbush Atriplex canescens 2
Mat saltbush Atriplex corrugata 2
Globemallow, scarlet Sphaeralcea coccinea 1
Small burnet Sanguisorba minor 1
Yellow Sweetclover Melilotus officinalis + 1

Total: 11 lbs/ac
Substitute species may be used with BLM approval.



AndoverPartners
Federal No. 1-17 well
560' FSL 662' FWL
Section 17 T21S R8E, S.L.B.&M.
Emery County, Utah
Lease No. UTU-73001

10-POINT PROGRAM

All operations will be conducted in such a manner that full comph°ance is made with
applicable laws, regulations (43 CFR 3100), Onshore Oil and Gas Orders, the
approved plan of operations and the conditions of approval The operator isfully
responsiblefor the actions of his subcontractors. A copy of these conditions will be
furnishedto thefieldrepresentative to ensure compliance.

1. Name of surface formation: Tanunk Shale Member of the Mancos Shale

2. The estimated tops of important geologic markers and depths at which oi( gas, water,
or other mineral bearing zones are anticipated•

Formation Depth Lithology Fluids/minerals Comments
Tununk Shale Surface Shale
Entrada 1140' Sandstone Fresh water
Carmel 1955' Shale, limestone
Navajo 2815' Sandstone Fresh water
Kayenta 3390' Sandstone Fresh water
Wingate 3590' Sandstone Fresh water
Chinle 3920' Shale, sandstone
Moenkopi 4215' Shale,thin Possible oil or Produces at S.

sandstones gas, secondary Last Chance,
objective Grassy Trail Crk.

Sinbad 4750' Lunestone
L. Moenkopi 4880' Shale, some 1s.
Kaibab 5050' Dolomite, Oil and gas Produces at

sandstone Ferron Field
Gamma Marker 5140' Shale, 1s.,

anhydrite
Total depth 5175' T.D. will be 35' below Gamma Marker

All fresh water and prospectively valuable minerals encountered during drilling will be recorded by
depth and will be cased and cemented. When possible, water flow rates will be measured and
samples will be taken and analyzed. All oil and gas shows will be tested to determinecommercial.



3. Pressure Control Equipment:

Anticipated bottom hole pressure: 2500 psi

BOP systems will be consistent with API RP 53 and Onshore Oil and Gas Order No. 2. Pressure
tests of the surface casing and all BOP equipmentpotentially subject to pressure will be conducted
before drilling the surface casing shoe. Blowout preventer controls will be installed prior to
drilling the surface casing shoe and will remain in used until the well is completed or abandoned.
Ram preventers shall be inspected and operated each trip (no more than once a day), and annular
preventers shall be inspected and operated weekly to ensure good mechanical working order.
These inspections shall be recorded in the drilling log and in the daily drilling report.

Accumulator will have 160 gallons capacity with backup systemto be run on rig air or bottled
nitrogen. The accumulator will be hydraulically driven with primary power of gas or electric
motor. Primary controls will be located off the drilling floor at ground level with backup controls
on the accumulator.

Safety valve and subs will fit all drill string connections in use. Onevalve in kill line will be a
check valve, in accordance with Onshore Order #2, for 3M systems.
The minimum specifications for pressure control which will beprovided:

3000# BOP with 4-1/2" pipe rams

3000# BOP with blind rams

3000# Annular

Manifold includes appropriate valves, positive and adjustable chokes, kill line and gas separator to
control abnormal pressures.
Visual mud monitoring will be conducted during operations.
See attached schematic for BOP and choke manifold.

4. Casing program

The proposed casing program:

Size Top Bottom Weight Grade Thread Condition
8-5/8" 0 300' 24# K-55 ST&C New
5-1/2" O 5200' 17# J-55 LT&C New

All casing strings below the conductor shall be pressure tested to .22 psi/ft of casing strength or
1500 psi, whichever is greater, but not to exceed 70% minimum internal yield.



5. Cement program

Surface casing: Grade: Premium w/ 2% CaCl - Anhy (Accelerator), 0.25 lb/sk
Flocele (lost circulation) mixed with fresh water. Yield: 1.16 cf/sk
Volume: 230 sx. Cementwill be circulated to surface.

Production string: run 20 bbl. preflush.
Lead: Hifill Cement mixed with fresh water. Yield: 3.80 of/sk. Volume: 120 sx.
Tail: Thixotropic cement w/ 10% Cal-Seal (Accelerator), 1% CaCl - Anhy (Accelerator)
mixed with fresh water. Yield: 1.63 cf/sk. Volume: 140 sx. Displace with 116 bbl.

6. Mud Program and Circulating Medium

The type ind characteristics of the p oposed cir ulating medium:
Top Bottom Type Weight Viscosity Water loss Remarks
Interval lnterval (ppg)
0 300' Spud 8.5-9.0 33-38+ NC* Gel & lime as

required
300' 1400' Water/gell 8.5-8.8 27 NC Minimum weight,

polymer sweeps/LCM as
necessary

1400' $200' LSND*/ 8.8-9.5 35-40, 10-15 cc Minimum wt. to
polymer 45-50 for 10cc or less control fm. pressure

DST to log or
DST

*(NC: no control; LSND: low solids, non-dispersed)

Sufficient quantities of mud material will be maintained on site to increase mud weight if abnormal
pressures are encountered.

7. Coring, logging, and Testing Program

Logs: DIL/SP/GR: TD to surface casing; Neutron-density/GR and Sonic/GR: zones of interest

Cores: One 60-foot core is planned in the Kaibab Formation.

DST's: One drillstem test is anticipated in the Kaibab Formation based on core results.
Other drillstemtests may be run based on sample shows.

8. Abnormal Conditions, Bottom Hole Pressures, and Potential Hazards

No abnormal condition, abnormal bottom hole pressure, or other hazard (such as H2S) is expected
based on previously drilled nearby wells.

9. Anticipated start date and duration of the operation

Start date: July 1, 1995
Duration: one month
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SURFACE USE AND OPERATIONSPLAN

FOR

WELL LOCATION

AndoverPartners
Federal No. 1-17 well
560' FSL 662' FWL
Section 17 T21S RSE, S.L.B.&M.
Emery County, Utah
Lease No. UTU-73001

Introduction: Uintah Engineering and Land Surveymg visited, surveyed and laid out the proposed
location on April 2, 1995. It was determmedthat the proposed location was the most favorable.
An onsite meeting was conducted on April 20, 1995. In attendance were Mr. Michael Kaminski
representing the Bureau of Land Management, Mr. Lonnie Kay of Uintah Engineering and Land
Surveying, Mr. Ken Clare, drilling engineer, and Mr. Ronald Lloyd, permit agent for the operator.
Ms. Kay McDonald, of Metcalfe Archaeological Consultants, Inc. conducted a cultural resources
field investigation of the access road and well site on the same date.

The dirt contractor will be provided with an approved copy of the surface use plan of operations
before initiating construction.

1. Existing roads

a. The proposed route to the location is shown on Exhibits A and B.
b. The proposed location is six air miles southeast of Ferron, Utah. From Ferron, drive
south 5.0 miles on State Highway 10 to the Moore tumoff. Tum left and then continue
south 3.8 miles to the village of Moore. Proceed east and south on a county road 5.8
miles. Tum left on an upgraded resource road and proceed 3.3 miles northeast. The
proposed location is 0.1 mile west on a new access road.
c. Emery County officials will be notified by a copy of this application of the operator's
intent to drill on this location and utilize the county road described above.
d. The existing access road northeast of the county road (see exhibit A) will be upgraded.
e. An application for easement has been filed with State of Utah School and Institutional
Lands Administration for access across Section 36, T21S, R7E (see Exhibit B).

2. Planned Access Roads

a. New access road is located in the SW/4 SW/4 Sec. 17 T2IS R8E (see Exhibit B).
b. Length of new access to be constructed: 0.1 mile.
c. Length of existing road to be upgraded: 3.3 miles.
d. Maximum total disturbed width: 33 feet.
e. Maximum travel surface: 18 feet.
f. Maximum grades: 4% for 100 feet.
g. Tumouts: none required.



O O

h. Surface materials: native materials for initial drilling operations; roads will be graveled
if production is established.
i. Drainas;e: access road will be ditched and crowned with approximately one-foot deep
ditches constructed along theproposed access road. Slopes into the ditches will be 3:1 or
flatter. Wingditches will be installed along proposed road as necessary to insure adequate
drainage of surface water. No culverts will required along the upgraded existing road or
along the new access. Low-water crossing will be constructed across natural drainages.
j. Cattles;uards: no cattleguards or fence cuts will be required.
k. Right-of-wav: a BLM right-of-way will be required for theportion of the existing road
crossing Sections 30 and 31, T21S R8E (approximately 1.4 miles). In addition, an
easement from the State of Utah Trust Lands Administrationwill be required for that
portion of the existing road crossing Section 36, T21S R7E.
1. Topsoil and ves;etation cleared for the new access will be windrowed to the side of the
road and respread upon rehabilitation.

Surface disturbance and vehicular travel will be limitedto the approved location and
access road. Any additional area needed must be approved by the Area Manager in
advance.

If a right-of-way is necessary, no surface disturbing activities shall take place on the
subject right-of-way until the associated APD is approved. The holder will adhere to
conditions of approval in the Surface Use Program of the approved APD, relevant to any
right-of-way facilities.

If a right-of-way is secured, boundary adjustments in the lease or unit shall automatically
amend this right-of-way to include that portion of the facility no longer contained within
the lease of unit In the event of an automatic amendment to this right-of-way grant, the
prior on-lease/unit conditions of approval of this facility will not be affected even though
theywould now apply to facilities outside of the lease/unit as a result of a boundary
adjustment. Rental fees, if appropriate, shall be recalculated based on the conditions of
this grant and the regulations in effect at the time of an automatic amendment.

If the well is productive, the access road will be rehabilitated, or brought to Resource
(Class III) Road Standards within 60 days of dismantlingthe rig. If upgraded, the access
road must be maintained at these standards until the well is properly abandoned. If this
time frame cannot be met, the Area Manger will be notified so that temporary drainage
control can be installed along the access road.

3. Location of Existing Wells
(within two-mile radius: exploratory well)
a. water wells: none.
b. abandoned wells: none.
c. temporarily abandoned wells: none.
d. disposal wells: none.
e. drilling wells: none.
f. producing wells: none.
g. shut-in wells: none.
h. injection wells: none.
I. monitoring wells: none.
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4.Location ofProduction Facilities (Production facilities layout will be submitted by
Sundry Notice if well is productive.)

a. on-site facilities: pump jack,flow lines, tankbattery, treater possible.
b. off-site facilities: none anticipated.
c. pipelines: none anticipated.

All permanent (in place for six months or longer) structures constructed or installed
(including oil well pump jacks)will be painted a flat, non-reflective color to match the
standard environmental colors, as determinedby theRocky Mountain Five-state
Interagency Committee. All facilities will be painted within six months of installation.
Facilities required to comply with the Occupation Safely and Health Act (OSHA) may be
excluded.

All site security guidelines identified in 43 CFR 3162.7-5 and Onshore Oil and Gas Order
No. 3 shall be followed.

If a gas meter run is constructed, it will be located on lease within 500 feet of the wellhead.
The gas flowline will be buried from the wellhead to the meter and will be buried
downstream of the meter until it leaves thepad. Meter runs will be housed and/or fenced.
The gas meter shall be calibrated prior to first sales and shall be calibrated quarterly
thereafter. All gas production and measurement shall comply with the provisions of 43
CFR 3162.7-3, Onshore Oil and Gas Order No. 5, and the American Gas Association
(AGA) Report No. 3.

If a tank battery is constructed on this lease, it will be surrounded by a dike of sufficient
capacity to contain 1-1/2 times the storage capacity of the largest tank. All loading lines
and valves will be placed inside the berm surrounding the tank battery. All oil production
and measurement shall conformto the provisions of 43 CFR 3162.7-3 and Onshore Order
No. 4.

Production facilities on location may include a lined or unlined produced water pit as
specified in NTL-2B. If water is produced from the well, an NTL-2B application must be
submitted.

5. Location of Water Supply

All water needed for drillingpurposes for this operation will be obtained from the city of
Ferron, Utah.

A temporary water use permit for this operation will be obtained from the Utah State
Engineer in Price, Utah at (801) 637-1303.

Water obtained on private land or land administered by another agency will require
approval from the owner or agency for use of the land.

Water will be hauled by truck via the well access route indicated on Exhibit A.
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6. Source of Construction Materials

Well pad construction will utilize on-site native materials and will conform to 43 CFR
3610.2-3.

7. Methods of Handling WasteDisposal

The operator will comply with all state and local laws and regulations pertaining to
disposal of human and solid waste.

Cuttings and drilling fluids will be contained in the reserve pit. Produced fluids will be
contained in tanks during testing. Fracture fluids will be flowed back to tanks to capture
any hydrocarbons.

The reserve pit will be lined with native material. The reserve pit will be located on the
west side of the location (see Exhibit C, location layout). The pit walls will be sloped at
no more than 1-1/2 to 1.

The reserve pit shall be located in cut material, with at least 50% of thepit volume being
below original ground level. The sides of the reserve pit will be fenced before drilling
starts. The fourth side will be fenced as soon as drilling is completed, and shall remain
until the pit is dry. As soon as the reserve pit has dried, all areas not needed for production
will be rehabilitated.

Trash will be contained in a trash cage and hauled away to an approved disposal site as
necessary, but no later thanat the completionof drilling operations.

8. Ancillary Facilities

No camps, airstrips, or other ancillary facilities will be required.

9. Well Site Layout

The well site layout and cut-and-fill are depicted on Exhibits C and D.

All wells, whether drilling,producing, suspended, or abandoned, will be identified in
accordance with 43 CFR 3162.6.

Access to the well pad will be from the east side (see Exhibit C for wellsite orientation).

The well will not be drilled with air, so no blooie line will be utilized.

A production facilities layout will be submitted by Sundry Notice if the well is completed
as a producer.



10. Plansfor Restoration ofthe Surface

a. The top six (6) inches of topsoil material will be removed from the location and
stockpiled separately on the northwest side of the location (see Exhibit C).
b. Topsoil along the access road will be reserved in place adjacent to the road.
c. Immediately upon completion of drilling, all equipmentthat is not necessary for
production shall be removed.
d The reserve pit and that portion of the location not needed for production will be
reclaimed.
e. Before any dirt work to restore the location takesplace, the reserve pit must be
completely dry.
f. All road surfacing will be removed prior to the rehabilitation of the roads.
g. Reclaimed roads will have the berms and cuts reduced and will be closed to vehicle use.
h. All disturbed areas will be recontoured to replicate the natural slope.
I. The stockpiled topsoil will be evenly distributed over the disturbed area.
j. Prior to reseeding, all disturbed areas includingthe access roads, will be scarified and
left with a rough surface.
k. Seed will be broadcast or drilled at a time specified by the BLM. If broadcast, a
harrow or some other implementwill be dragged over the seeded area to assure seed
coverage. The seed mixture to be used will be secifiedby the BLM.

1. The abandonment marker will be one of the following, as specified by the BLM:
1) at least four feet above ground level,
2) at restored ground level,
3) below ground level.

In any case the marker shall be inscribed with the following:operator name, lease number,
well name and surveyed description (township, range, section, and either quarter/quarter or
footages).

11. Surface and Mineral Ownership

Both surface and mineral rights involvedin this wellsite are owned by the United States of
America, and managed by the Bureau of Land Management.
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12. Other Information

a. Archaeological Concerns: a cultural resources inventoryhas been conducted by
Metcalfe Archaeological Consultants, Inc. A report of that investigation will be fonvarded
to the BLM under separate cover.

The operator is responsible for informing all persons in the area who are associated with
this project that they will be subject to prosecution for knowingly disturbing historic or
archaeological sites, or for collecting artifacts. If historic or archaeological materials are
uncovered during construction, the operator is to immediatelystop work that might further
disturb such materials, and contact the authorized officer (AO). Within five (5) working
days, the AO will inform the operator as to:

-whether the materials appear eligible for the National Register of Historic Places;

-the mitigation measures the operator will likelyhave to undertake before the site
can be used (assuming in situ preservation is not necessary); and

- a time frame for the AO to complete an expedited review under 36 CFR 800.11
to confirm, through the State Historic Preservation Officer, that the fmdings of the
AO are correct and that mitigation is appropriate.

If the operator wishes to relocate activities at any timeto avoid the expense of mitigation
and/or the delays associated with this process, the AO will assume responsibility for
whatever recordation and stabilization of the exposed materials may be required.
Otherwise, the operator will be responsible for mitigation costs. The AOwill provide
technical and procedural guidelines for the conduct of mitigation. Upon verification from
the AO that the required mitigation has been completed, the operator will then be allowed
to resume construction.

b. Threatened and Endangered Species Concerns:none is stipulated in the lease, nor is
otherwise believed to be impacted by this operation.

c. Wildlife Seasonal Seasonal Restrictions: none is stipulated in the lease on which this
well is proposed to be drilled.

d. No off-location geophysical testingis planned for this location.

e. There is no drainage crossing that requires additional state or federal approval
associated with this location.

f. The topography of the lands involved in the access and location of the drillsite is
represented by Exhibits A and B.

g. The soil_sin the immediate area of the location and wellsite are clays and sandy clays
developedon the Tununk Member of theMancos Shale.

h. The fl_omof the area is characterized by high desert species.



1. The fauna is'characterized by high desert species.

J. The primary surface use is for domestic livestock grmg and recreation.

k. Proximity of water: an ephemeral drainage in Short Canyon is crossed by the access
road in Section 19, T21S RSE. A reservoir, currently dry, is located in that section(one
mile from the drillsite).

1. The nearest occupied dwellingsare at the village of Moore, approximately six miles
west.

m. The operator shall be responsible for theprevention and suppression of fi.reson public
lands caused by its employees,contractors, or subcontractors.

n. Weeds will be controlled on disturbed lands within the exterior limits of the well pad
and access road. The control method will be in accordance with guidelines established by
the EPA, BLM, and state and local authorities.

13. Lessee or operator's fieldrepresentative

Ronald L. Lloyd Ken Clare
7276 S. Elm Court P.O. Box 159
Littleton, CO 80122 Vernal, UT 84078
(303) 770-6064 (801) 789- 8838

14. Required Approvals, Reports, and Notgications

Required verbal notifications are summarized in Table 1, below.

Building Location -- The operator will contact the Resource Area, Natural Resource
Protection Specialist at least 24 hours prior to commencingconstruction.

Spud -- The spud date will be reported to the Resource Area Office 24 hours prior to
spudding. Written notification in the form of a Sundry Notice (Form 3160-5) will be
submitted to the District Office within 24 hours after spudding, regardless whether spud
was made with a dry hole digger or big rig.

Daily drilling reports -- Daily drilling reports shall detail theprogress and status of the
well and shall be submitted to the District Office on a weekly basis.

Monthlv Reports of Operations -- In accordance with Onshore Oil and Gas Order No. 1,
this well shall be reported on Minerals Management Service (MMS) Form 3160, "Monthly
Report of Operations," starting the month in which operations commenceand continuing
each month until the well is physically plugged and abandoned. This report will be filed
directly with the MMS.
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Sundry Notices - There will be no deviation from the proposed drilling and/or workover
program without approval from the Assistant District Manager. "Sundry Notices and
Reports on Wells" will be filed for approval for all changes of plans and other operations
in accordance with 43 CFR 3162.30-2. Safe drilling and operations practices must be
observed.

Drilling Suspensions - Operationsauthorized by this permit shall not be suspended for
more than 30 days without prior approval of the Authorized Officer. All conditions of this
approval shall be applicable during any operations conducted with a replacement rig.

Undesirable Events - Spills, blowouts, fires, leaks, accidents, or any other unusual
occurrences shall be immediately reported to the Resource Area in accordance the
requirements of NTL-3A.

Cultural Resources -- If cultural resources are discoveredduring construction, work that
might disturb the resources is to stop, and the Area Manager is to be notified.

First Production -- Should the well be successfully completedfor production, the Assistant
District Manager, Minerals Division, will be notified when the well is placed in producing
status. Such notification may be made by phone, but must be followed by a sundry notice
or letter not later than five (5) business days followingthe date on which the well is placed
into production.

A first-production conferencewill be scheduledwhen theproductivity of the well is
apparent. This conference should be coordinated throughthe Resource Area office. The
Resource Area office shall be notified prior to the first sale.

Well completion Report -- Whether the well is completedas a dry hole or as a producer,
"Well Completion and Recompletion Report and Log" (Form 3160-4) will be submitted to
theDistrict Office not later than thirty (30) days after completion of the well or after
completion of operations being performed, in accordance with 43 CFR 3162.4-1. Two
copies of all logs, core descriptions, core analyses, well test data, geologic summaries,
sample descriptions, and all other surveys or data obtained and compiled during the
drilling, workover, and/or completion operations, will be filed with Form 3160-4. Samples
(cuttings and/or samples) will be submitted when requested by the Assistant District
Manager.

Venting/flaring of Gas -- NTL-4A allows venting/flaring of gas during the initial well
evaluation period not to exceed 30 days or 50 MMcf. Venting/flaringbeyond the initial
test period threshold must be approved by the District Office.

Produced Water -- Produced waste water may be confmedto an unlined pit for a period
not exceed 90 days after initial production. During the 90 day period, an application for
approval of a permanent disposal method and location, along the required water analysis,
will be submitted to the Assistant District Manager for approval pursuant to NTL-2B.
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Of&leaseMeasurement, Storage, Commingling -- Prior approval must be obtained from
the Assistant District Manager for off-lease measurement, off-lease storage, and/or
commingling(either down-holeor at the surface).

Plugging and abandonment -- If the well is completedas a dry hole, plugging instructions
must be obtained from the BLM, MoabDistrict Office prior to initiating plugging
operations. Table 1 ofthis documentprovides the regular and after-hours phone numbers
of personnel who are authorized to give plugging instructions.

A "Subsequent Report of Abandonment" (Form 3160-5) will be filed with the Assistant
District Manager, Minerals Division within thirty (30) days following completion of the
well for abandonment. This report will indicate where plugs were placed and the current
status of surface restoration. Upon completionof approved plugging, a regulation marker
will be erected in accordance with 43 CFR 3162.6. Final abandonment will not be
approved until the surface reclamation work required by the approved APD or approved
abandonment notice has been completed to the satisfaction of the Area Manager or his
representative, or the appropriate surface management agency.



TABLE 1 -- NOTIFICATIONS

Notify Mike Kaminski of the SanRafael Resource Area, at (801) 637-4584 for the
following:

2 days prior to commencementof dirt work, construction, or reclamation;

1 day prior to spudding;

50 foet prior to reaching surface and intermediate casing depths;

3 hours prior to testing BOPE; and

12 hours prior to reaching kickoff point depth (if applicable).

If the person at the above number cannot be reached, notify the Moab District Office at
(801) 259-6111. If unsuccessful, notify one of the people listed below.

Well abandonment operations require 24 hour advance notice and prior approval. In the
case of newly drilled dry holes, verbal approval can be obtained by calling the Moab
district Office, Branch of Fluid Minerals at (801) 259-6111. If approval is needed after
work hours, the following can be contacted:

Eric Jones, Petroleum Engineer Office: (801) 259-6111
Home: (801) 259-2214

If unable to contact the individuals above, please call:

Lynn Jackson Office: (801) 259-6111
Chief, Branch of Fluid Minerals Home: (801) 259-7990



15. Cerixßcation

I hereby certify that I, or persons under my direct supervision, have inspected the proposed
drillsite and access route; that I am familiar with the conditions which presently exist; that
the statements made in the plan are, to the best of my knowledge,true and correct; and
that the work associated with the operations proposed herem will be performed by Andover
Partners, and their contractors and subcontractors in conformitywith this plan and the
terms and conditions under which it is approved. I also certify responsibility for the
operations conducted on that portion of the leased lands associated with this application,
with bond coverage provided under BLM bond No. UT1012. This statement is subject to
the provisions of 18 U.S.C. 1001 for the filing of R.falsp statem t.

Ifate / Ronald L. Lloy , Pe Agent
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ANDOVER PARTNERS, INC.
TYPICALCROSS SECTIONSFOR
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Exhibit D UINTAH ENGINE£RING & LAND SURV£YING
85 South 200 Best Vernal.



B O
State of UtahO DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GASAND MINING
355 West North Temple

Michael O. Leavitt
Governor 3 Triad Center, Suite 350

Ted Stewart Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)
Division Director 801-538-5319 (TDD)

August 2, 1995

Andover Partners
1001 Fannin, Suite 2000
Houston, Texas 77002-6709

Re: Federal #1-17 Well, 560' FSL, 662' FWL, SW SW, Sec. 17, T. 21 S., R. 8 E.,
Emery County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann. 40-6-1 et seq.,
Utah Admin. R. 649-3-1 et seq., and the attached Conditions of Approval, approval to
drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-015-30251.

Sincerely,

R. . h
Associate Director

Idc
Enclosures
cc: Emery County Assessor

Bureau of Land Management, Moab District Office
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Operator: Andover Partners

Well Name & Number: Federal #1-17

API Number: 43-015-30251

Lease: Federal UTU-73001

Location: SW SW Sec. 17 T. 21 S. R. 8 E.

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and
Gas Conservation General Rules, and the applicable terms and provisions of the
approved Application for Permit to Drill.

2. Notification Requirements
Notify the Division within 24 hours following spudding the well or commencing
drilling operations. Contact Jimmie Thompson at (801)538-5340.

Notify the Division prior to commencing operations to plug and abandon the well.
Contact Frank Matthews or Mike Hebertson at (801)538-5340.

3. Reporting Requirements
All required reports, forms and submittals shall be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting
approval of change of plans or other operational
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DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: ANDOVER PARTNERS

Well Name: ANDOVER FEDERAL 1-17

Api No. 43-015-30251

Section 17 Township 218 Range 8E County EMERY

Drilling Contractor UNION

Rig # 17

SPUDDED: Date 8/7/95

Time 7:30 PM

How ROTARY

Drilling will commence

Reported by KEN ELDER

Telephone # 1-970-379-3549

Date: 8/10/95 Signed:
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FORM 31&5 UNITE ATES FORMAPPROVED
(June1990) DEPARTMENT HE INTERIOR BudgetBureauNo.1004-0135

BUREAU OF LANDMANAGEMENT Expires: March 31, 1993
5. Lease Designationand Scrial No.

SUNDRY NOTICESAND REPORTS ON WELLS UTu-63ool
Do not use thisformfor proposals to drillor to deepen or reentry a different reservoir. 6.IfIndian,AllotteeorTribeName

Use "APPUCATIONFOR PERMIT-" for such proposals N/A
7. If Unit or CA. Agreement Designation

SUBMIT N TRIPL/CATE N/A
1. Typeof Well

Oil Gas 8. We11Nameand No.
eli wen Federai #1-17

9. API Well No.
2. Nameof Operator 43-0 15-3025 i

ANDOVEPs PARTNERS 10.Field and Pool, or Exploratory Area
3.AddressandTelephoáNo. Phone: 713 Wildcat

1001 Fannin, Suite 2000, Houston, TX 77002-6709 650-3330
.countyarParish,State

4. Location of Well (Footage, Sec.. T., R., m., or Survey Description)
Emery County, Utah

560'FSL, 662'FWL, Sec. 17, T21S, R8E

12. CHECKAPPROPRIATE BOX(a)TO INDICATENATUREOF NOTICE,RiiPORT, OR OTHER DATA
TYPEOF SUBMISSION TYPE OF ACTION

Nátice of Intent Abandonment Change of Plans
Recompletion New Construction

(bsequent Report Plugging Back Non-Routine Fracturig

Casing Repair Water Shut-Off
Final AbandonmentNotice Altering Casing Conversion to Injection

Other Dispose Water
: Report seauhs of muluple compknen on Well

Completim or Recompletton Report and Log fora)
13.Describe Proposed or CompletedOperations (Clearly state all pertinent details, and gibe pertinent dates, including estimated date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

. SEP 20 1995

(This space for Federal or State office use)

Approved by Title Date
Conditionsof approval, if any:

Title 18 U.S.C. Section 1001, makes it acrime for any person knowingly and willfuity to ake to any department er agency of the UnitedStatesandy false, fictitious or fraudulent
statements or represen tions as to any mater within iti jurisdiction.

*See Instruction on Reverse



FOR.431 SUBMITIN DUPLICATE* Formapproved.(Novenber 19Û) ÉudgethureauNo. 1004-013Ì
rormew so> UNIT TATES ExpmAugux31,1985

DEPARTMENTOF THE INTER 3.LEASEDESIGNATIONANDSERIALNO
BUREAUOF LAND MANAGEMEN

. SFP 0 1995
UTU-73001
IF INDIAN, ALLUITEE OR TRIBE NAME

wELL COMPLETIONOR RECOMPLETION R POri T AND I G* N/A
la. TYPE OF WORK OIL CAS L UNIT AGREBMENTNAMEV.Or

WELL WELL DRY
.
N/A

Ib. TYPE ÓF WELL

NEW WORK DEEP- PLUG DIFF, L FARROR LEASE NAME
wru, ovna EN BACK RESVR. Other FOOOTal 1-1

I NANIE OFDPERATOR ). WELL NO.
ANDOVE ARTNER3 1-17

3 ADÒRESS OF OPERATOR khone : ÑÍEUÏAND POOL OR WILDCAT
1001 Fannin, Suite 2000 Houston, TX 77002-6709 713-650--3330 Wildcat

4. LOCATION OF WELL(Report locations clearly and in accordance with any State requirements. I.sEC., T..R.. M..OR BLK. AND SURVEY
^tsurface 360' FSL,662' FWL, Sec. g, T21S, RSE ORAREASec.17, T21S, RSE

S.L.B.&MAt top prod. Intervalreported below

At totaidepth 14. PERMir NO. DATE ISSUED 12 COUNTY OR PARISH 13. STATE
43-015-30251 7/28N515. DATE SPUDDED 16. DKTE TD REACHED 17. DATECOMPL (Ready to 18. ELEVATIONS (DF.RKB.RT. GR, ETC.)• 19. ELEV.dASINGHEAÜ8--7-95 8-24-95 N A 6104' GR N/A

20. TOTAL DEFTH. MD & TVD 21. PLUG. BACK T.D., MD & TVD 22. IF M IPLE COMPL, 23. INTERVAI.S ROTARY TOOLS CABLE TOOLS
To surface HOWMANY• DRILLEDBY Surfa,ce to

2.58 MD 5258 TVD MD TVD 5258' (TD
2A PRODUCING INTERVAL(S).OFTHIS COMPLETION-TOP, BOTTOM, NAME (MD AND TVD) 25. WAS DIRECTIONAl

SURVEY MADE
Yes -

3°
None

@5258 ' (TD)
b ELht KIC ANOU ihR LUGS UN 27. WAS WELL COREDrray Induction Log, Cornpensated Neutron Litho - Density Log

Yes
23. CASING RECORD (Report all strings set in well)

CAslNGSÍZE WEIGHT.LB./FT. DEFTHSET(MD) HOLEslZE CEMErftlNGREC)RD AMOUNTPULLED

8 78" 2 / 3 ' 12 ¼" 230sx Halliburton Class "G" ut off below
Cement W 2 CaC1 & #fsk .L. Below Osg.
Flo Cele lead

29. LINER REC0RD 30. TUBING RECORD
SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEFTH SET (MD) PACÍCERSET (MD)

31. PERFORMATION RECORD (Interval,size and number) 32. ACID, SHOT, FRACTURE, CElWENTSQUEEZE, ETC.
INTERVAL SI E NUMBER DEPTHINTERVAL(MD) AMOUNTANDKINDOFMATERIALUSED

33-' PRODUCTION
DATE FIRST PRODUCTION RODUCTION ME HOD (Flowing,gas lift. pumping--size and type of pump) WELL ST (Producing or shut-in)

DAIE DE TEST HOU (S TESTED CHOKE SIZE PROD'N.FOR 01L-BBLS. GAS-MCF IF BÏiÏ- -OIL RATIO
TESTPERIOD

F1.OW.ÏUBINGPRESS. "ÃŠÏÑÖPRESŠÜRE RCULATE ÓlL-BBL ÒA$--MCP. WAT -BBL OILGRAVfTY-APl(CORR)
24-HOUR RATE

.¼. UliiÜii llgÑQUUAb (sol used for fuel, vented, etc.) TËST Wl NESSED BY

*(See l'nstructionsand.Spaces for Additional Òataon Reverse Side)
Title 18 U.S.C. Section (001,makes it a crime for any persn knowingly and willfully to make to any department or agency of the United States any false, fictitious orfraudulent statements or répresentations as to any mater within its



37. SUMMARY OF POROUS ZONES: (Show all smportant zones of porosity and contents thereof;
cored intervals; and all drill-stem, tests, including depth interval tested, cushion used, time tool 38. GEOLOGIC MARKERS
open, flowing and shut-in pressures, and recoveries);
FORMATION TOP BOTTOM DESCRIPTION, CONTENTS, ETC. TOP

NAME TRUE
MEAS. DEPTH VERT. DEPTHCret. Tununk Surface Shale

Jurassic
Entrada 1032 1936 Sandstone
Carmel 1936 2822 Sh, LS
Navajo 2822 3417 SS
Kayenta 3417 3562 SS
Wingate 3562 3952 SS

Triassic
Chinle 3952 4211 . Sh, Siltstone
U. Moenkop 4211 4840 Sh, Siltstone
Sinbad 4840 4966 LS
L. Moenkop 4966 5119 Sh, Siltstone

Permian

Kaibab 5119 TD DolomiteCore #1 - 5147-5175'
Cut 28', rec. 27.3' -

Dolomite, gray, micro-
xtin, pp. vugs, oil sat.
Core #2 - 5175 - 5207'
cut 32', rec. 32'
Dolomite & Limestone,
gray, micro to crypto-
xtln, oil sat.
DST #1J146' - 5206'
15"20 -60"-180"

IF op. w/v.wk. blo.
FF operf w/no visible blow
at surface, iner. to very weak blow
Pipe recovery: 120' v. sl. gas - cut mud
smpl. chamber rec. 1600cc nater cut -

v. sl. gas & oil cut mud
cl: 235,000 ppm
ISIP 1541# FSIP 1525#
IH 2487# FH
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